Beale Aero Club Annual Stan Exam Supplement
(Local Area Questions)

36. Required fuel reserve for day VFR flight in Beale Aero Club aircraft is _____________.

37. When departing Runway 33 at Charlie, useable runway length is ________________.

38. All aircraft will avoid Pave Paws by ________ nm and ________ feet.

39. Flying is not authorized when winds are in excess of _______ knots or gust factors are in excess of _______ knots.

40. Aircraft shall not be taxied within ________ feet of the refueling dock.

41. Weather minimums for day VFR flight in Aero Club aircraft are __________ ft ceiling and __________ miles visibility.

42. Special VFR is authorized for Aero Club pilots only if pilot and aircraft are instrument rated.  True or False

43. Minimum runway size for Aero Club aircraft is __________ feet long and ________ feet wide.

44. Usable runway when landing on runway 23 is __________ feet.

45. The CTAF frequency at Marysville is ______________.

46. Acceptable alternate fuel for Aero Club aircraft is __________________.

47. When originating at Marysville and terminating outside of the local area, a flight plan is required.  True or False

48. The flight plan must be closed with the local Flight Service Station (FSS) for any flight originating at Beale AFB and terminating at any other location.  True or False

49. At Beale, mobile units with their flashing light bar illuminated have the right of way over taxiing aircraft.   True or False

50. At Beale, movement of aircraft on the ground (outside of the immediate parking area ) must be coordinated with base operations at extension 2002.  True or False
